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ABSTRACT 

Measuring the heart rate of animals is an important area of 

research which can be applied to numerous analyses. In this 

work we evaluate the performance of two dry contact 

electrocardiogram (ECG) electrode structures for monitoring 

the heart rate of domestic pets. The aim was to improve the 

operation of previously evaluated electrodes with some 

modifications. First, the thirty-pins of a previously studied 

polymer electrode with a silver/silver chloride (Ag/AgCl) 

coating were reduced to 12. Second, a 12-pin gold-plated 

metal electrode was coated with poly (3,4 -

ethylenedioxythiophene) polystyrene sulfonate 

(PEDOT:PSS). These electrodes were attached to a 

specifically designed measurement harness and the 

performance of the electrodes was evaluated in terms of 

heartbeat detection coverage. The heart rate coverage was 

measured during four different behaviors: standing, sitting, 

lying, and walking (N=27/activity). The results were, in 

general, comparable to the previously reported performance 

but having fewer pins on a polymer electrode seemed to 

cause more variation in the coverage values. However, when 

measures such as the median value of the coverages are 

considered, there was no obvious difference, especially when 

the coverage values were observed altogether. Thus, new 

electrode solutions are worthy of further research. 
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INTRODUCTION 
Heart rate monitoring is increasingly popular with pets; the 

motivation being to obtain information about the physical 

and emotional well-being of the animal of which pet-owners 

are always interested in [1,4]. There are some currently-

available commercial devices for monitoring the heart rate of 

animals in their everyday lives. However, all such devices 

are limited by the fact that the information is not always 

reliable, or if the devices are able to differentiate and extract 

reliable heart rate information, the coverage of the readings 

is low so no heart rate is usually obtained during movement. 

Furthermore, there is no way to perform electrocardiogram 

(ECG) monitoring with the currently available devices. 

There are various reasons for this, one of the most obvious 

ones being that the available devices often require wet-gel 

patch electrodes which entail shaving the animal’s fur to get 

a sufficiently high-quality electrical contact with the skin. 

Shaving the skin and applying conductive gel for the 

everyday monitoring of a pet has always been problematic, 

so the need for low-maintenance electrodes is clear. One 

possible approach to this problem is to use dry electrodes. 

Although promising results have been reported for both 

human and animal applications [2,5,6], there are challenges 

in measuring ECG with dry electrodes. These are mainly 

associated with disturbances caused by motion artefacts, 

often resulting in the total loss of electrical contact between 

the electrode and the skin. These phenomena are particularly 

apparent in so-called dynamic activity modes, such as 

walking of the dog.    

The performance of our ECG electrodes was assessed using 

a previously published methodology [6] in which the 

performance of three dry ECG electrodes was evaluated in 

terms of ECG coverage ratio. The coverage ratio was defined 

as the ratio between the time when the R- peaks were 

successfully recovered against the total testing time. The 

coverage ratio value ’1‘ represents 100% recovery of the R- 

peaks and the value ’0‘ represents 0% R- peak detection. [6]. 

Thus, the methodology and evaluation criteria applied in this 

study are the same as the ones presented in the previous study 

[6]. Both of the electrodes evaluated in this study are 

modifications or improved versions of the ones presented in 
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the previous study. Our aim was to see whether reducing the 

number of pins on the polymer electrode, or coating the metal 

pin electrode with a PEDOT:PSS would improve the 

coverage rate. 

MATERIALS AND METHODS 

Electrodes 

Two types of electrode were constructed. The first one was 

modified from the above-mentioned Ag/AgCl-coated 

polymer pin electrode manufactured by the University of 

Ilmenau, Germany. The electrode pin distribution was made 

less dense by using fewer pins. The hypothesis here was to 

improve the performance of the electrode by improving its 

penetration through the animal’s fur and simultaneously 

increasing the applied surface pressure. The second electrode 

was a modification of the gold-plated metal pin electrode 

used in the previous study. This electrode was modified by 

giving it a PEDOT:PSS coating to enhance the 

electrochemical performance at the electrode/skin interface.  

The polymer electrode 

The silver/silver chloride- (Ag/AgCl)-coated polymer 

electrode [3] was prepared for the measurements by 

removing 60 % of the pins in the original design. Therefore, 

18 pins from of the original 30-pin electrode were cut out, 

giving us  a 12-pin polymer electrode for the tests. The trick 

was to remove the pins so that the remaining pins would form 

as evenly distributed a pattern as possible. There were two 

reasons for this. One was to observe the effect of having 

fewer pins, and the other was to observe  the effect of the 

higher surface pressure of the electrode in the skin contact. 

The modified electrode and the electrode used in the  silicone 

rubber casting are presented in Figures 1. a) and 2. a) 

respectively. This electrode is henceforth referred to as the 

Polymer12 electrode. 

Spring-loaded electrode with a PEDOT:PSS coating 

The PEDOT:PSS electrode was prepared by dipping the tips 

of a spring-loaded gold-plated electrode into a 2.5 wt. % 

PEDOT:PSS/deionised water solution for 1 h in order  to 

enhance the electrochemical interface at the skin-electrode 

interface. The mechanical design of this particular electrode 

was identical to the one studied previously in [6]. Both the 

electrode itself, and the electrode embedded in the silicone 

rubber casting are shown in Figures 1. b) and 2. b) 

respectively. This electrode is henceforth referred to as the 

PEDOT -electrode. 

The fixtures for the electrodes 

The silicone rubber fixtures were prepared by molding a 

lump of silicone rubber into a 3D –printed mold. The fixtures 

were used to house the electrodes and make it easier to attach 

the electrode-fixture to the harness. The electrodes and 

fixtures were joined together using a second silicone rubber 

molding in which the fixtures became integral electrode-

fixture structures. These fixtures were then attached to a 

harness, which was put on the test animal. The way the 

silicone rubber fixtures were made is described in detail in 

[6].  

 

Figure 1. Electrodes a) Reduced pin count polymer 

(Polymer12) electrode b) PEDOT:PSS coated 

(PEDOT).electrode 

 

Figure 2. Electrodes in the silicone cast housings a) Reduced 

pin count polymer (Polymer12) electrode b) PEDOT:PSS 

coated (PEDOT) electrode in the housings. 

The Harness 

The electrode fixtures, comprising a total of four electrode 

fixtures, were attached to the harness in order to fix the 

locations of the measurements on the dog. This is illustrated 

in Figure 3, where the dog, a Golden retriever, is wearing the 

harness containing the electrode fixtures. The electrode 

locations in the harness are marked with circles.  

 

Figure 3. The dog, a Golden retriever, and harness with 

electrode locations. The solid circle represents the left-hand 

electrode while the dashed circle is the right-hand electrode. 





 

 

 

Figure 4. Overall coverage boxplots of the two electrodes in 

different activities. A star represents an individual coverage 

observation. 

 

Figure 5.  Coverages boxplots of the different electrodes for 

each measured dog. A star represents an individual coverage 

observation while a red circle represents an outlier. 

 

CONCLUSIONS 

The results of this study show that the canine heart rate 

coverage measurements are similar to those reported 

previously in [6]. As expected, the dry electrodes tend to 

perform more reliably in stationary postures such as stand 

and sit. The sitting position is particularly favorable and 

consistently yields high coverage ratios. As the study was not 

particularly extensive in that the measurement data was only 

collected from three dogs,  the results should be interpreted 

as indicative, rather than conclusive. However, the results do 

indicate that this topic is worthy of further study. 

The measurement results give a deeper insight into the effect 

of having fewer pins on a cast polymer electrode as this 

seems to cause greater variation in the coverage values. This 

conclusion is supported by observing the individual 

electrode canine test-case results. However, if statistical 

measures such as the median value of the computed 

coverages are considered, the difference is not particularly 

great, especially when the coverage values are taken as a 

whole. Another conclusion is that because the results from 

the PEDOT:PSS coated electrode are very similar to those 

from the plain gold-plated electrodes reported earlier, there 

is no support for the hypothesis that a PEDOT:PSS coating 

improves the skin-electrode interface. Nevertheless, there 

still remains the fact that  the coverage values are lower than 

expected in the lying posture. This may have been caused by 

a change in the electrode-harness attachment during the test 

as is indicated in one particular test-case (Dog2/PEDOT). 

Additionally, in this test-case the coverages for walking, 

standing and sitting are high. This anomaly also motivates 

further study of this particular phenomenon as dynamic 

activity modes such as walking have previously been 

reported as being more challenging. Another possible reason 

for the differences in the results of this study compared to the 

previous one [6] may be variations in the testing procedure. 

Although the tests followed the same protocol and  the dogs 

and testers were the same, which should enable a direct 

comparison of the results, it is difficult to standardize the 

behavior of the dogs in absolute terms, particularly when 

they are walking. 

Although the durability of the devices and the effects of long-

term wear were not specifically studied, it seems safe to 

assume that the thin coatings on the electrodes will have a 

limited lifetime, especially in high-activity operation. 

Therefore. if these kinds of coatings were to be used for the 

consumer market, further studies would be required to 

investigate the long-term durability of the electrodes, which 

could perhaps be optimized via the coatings and their 

manufacturing processes. Further studies are also needed to 

determine how the wear of the electrode influences the 

quality of the coverage ratio.  

Another important aspect of wearable electrodes not covered 

in this study is the comfort of the electrodes, especially for 

long-term use. Although the authors did not notice any 

abnormal behavior from the dogs when they (the dogs) were 



wearing the harness, and the comfort of the electrodes was 

also declared not to be too irritating by the authors, it is 

difficult to know what the animals felt about wearing the 

harness. Despite the importance of this topic, there are 

currently no objective methods for measuring the degree of 

comfort or discomfort felt by animal test-subjects.  
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